




ECONO BRIDGE PLUGS • 7,500 PSI
		 Casing		  Bridge Plug 	 Plug	      Sett ing  Range	 Setting 	 Setting	 Setting	  Adapter	 Setting	 Setting	 Setting	 Adapter	 Lock	 Setting
	O.D.		 Wt. (T&C)	 Part No.	 O.D.		 Min./Max.	 Force (lbs.)	 Sleeve	 Nut	 Rod	 Tool	 Sleeve	 Nut	 Rod	 Spring	 Tool

	 4.5	 	 9.5-16.6	 PLG-3500-003	 3.50	 3.826		  4.090		  SET-5303-010	 Not Required	 SET-5307-078		  SET-5307-165	 Not Required	 SET-5307-220	 SET-5307-201	
No. 10	 5.5		  13-25	

PLG-4240-003	 4.24	 4.580		  5.047
	 30,000

	 SET-5307-081	 SET-5307-079
			   SET-5307-217	

SET-5307-079	
SET-5307-222	 No. 10

	 5.75		  22.5-25									       
SET-5303-093

	
3.625” O.D.

	 SET-5307-163			 
SET-5307-202 	6.625		  17-22	

PLG-5610-003	 5.61	 5.989		  6.655	 55,000	 SET-5307-082	 SET-5307-080			   SET-5307-167	 SET-5307-080	
SET-5307-221

	 No. 20	
No. 20

	 7		  17-35 

PREMIUM BRIDGE PLUGS • 10,000 PSI
		 Cas ing 		 Bridge Plug	 Plug	      Sett ing  Range	 Setting	 Setting	 Setting	 Adapter	 Setting	 Setting	 Setting	 Adapter	 Setting
	O.D.		 Wt.(T&C)	 Part No.	 O.D.		 Min./Max.	  Force (lbs.)	 Sleeve	 Nut	 Rod	 Tool	 Sleeve	 Nut	 Rod	 Tool

	2.375		  3.3-5.9	 PLG-1710-001	 1.71	 1.867		  2.107	
7,000

	 SET-5304-011				    SET-05E4-050
	2.875		  6.4-7.9	 PLG-2100-001	 2.10	 2.280		  2.441	

Baker No. 5
	 SET-5304-018 (1.687)			   1.687” O.D.*

	2.875		  6.4-6.5	 PLG-2160-001	 2.16	 2.280		  2.563
	

13,000

	 SET-5304-018 (1.687)				    SET-05E4-052		  SET-05E4-051 No. 05	 No. 05
										          SET-5306-014 (2.125)						    

	 3.5		  9.2-12.9	 PLG-2500-001	 2.50	 2.750		  2.992
	

Baker No.10

	 SET-1687-035 (1.687)		  Not Required		
SET-05E4-054 No. 5									          (1.687), (2.125)	 SET-2125-027 (2.125)	 Not Required

	 3.5		  5.7-10.2	 PLG-2750-001	 2.75	 2.867		  3.258		  SET-1687-030 (1.687)				    SET-05E4-053 No. 05	 Not
										          SET-2125-028 (2.125)				    SET-10E4-055 No.10	 Required
	 4		  5.6-14	 PLG-3120-001	 3.12	 3.340		  3.732	 20,000	 SET-2125-028			   2.125” O.D.	 SET-10E4-055		  SET-10E4-056 No.10
	 4.5		  9.5-16.6	 PLG-3500-001	 3.50	 3.826		  4.090								        Rod SET-5307-220
	 4.5		  9.5-13.5	

PLG-3710-001	 3.71	 3.920		  4.560	 30,000
	 SET-5303-010		  SET-5307-078		  SET-5307-165		  Lock-Spring	 No. 10

	 5		  11.5-21													             SET-5307-201
	 5.5		  13-25	

PLG-4240-001	 4.24	 4.580		  5.047			   SET-5307-079
			   SET-5307-217 	

SET-5307-079
	 SET-5307-222

	 5.75		  22.5-25
	 6		  14-26	

PLG-4750-001	 4.75	 5.140		  5.595	 35,000 	6.625		  34							       SET-5307-081	 SET-5307-088			 
SET-5307-163 No. 20	 SET-5307-088

	 6		  10.5-12										          3.625” O.D.
	6.625		  17-34	 PLG-5340-001	 5.34	 5.595		  6.366 				    SET-5303-093				    Rod SET-5307-221
	 7		  23-40							     

SET-5307-082				    SET-5307-167			   No. 20	6.625		  17-22	
PLG-5610-001	 5.61	 5.989		  6.655

	  
55,000

		
SET-5307-080

				  
SET-5307-080	

Lock-Spring
	 7		  17-35													             SET-5307-202
	7.625		  20-39	 PLG-6090-001	 6.09	 6.625		  7.263							       	
	8.625		  24-49	 PLG-6960-001	 6.96	 7.511		  8.248		

SET-5307-084				    SET-5307-215	9.625		 29.3-53.5	 PLG-7710-001	 7.71	 8.435		  9.063
*1.5" O.D. Shorty Setting Tool must be equipped with Adapter Kit SET-1500-020 in order to adapt to 1.687" O.D. Setting Equipment.

MAGNA RANGE BRIDGE PLUGS   *Also available with VITON or AFLAS packing

	 Magna Range	 Plug		  Setting					   
	 Part No. (with	 Max.		  Range		  Wireline Setting				  
	 Nitrile Packing*)	 O.D.		 Min./Max.	 Tool (O.D. & Type)	 Setting Sleeve	 Setting Nut	 Adapter Rod	 Force (lbs)
	 PLG-1500-001 	 1.500	 1.610		  1.995	 1.5” O.D. Owen Shorty	 SET-5302-015					     8,000
	 PLG-1750-001	 1.750	 1.905		  2.441	 1.678” O.D M.S.S.T.
	 PLG-1900-001	 1.906	 2.156		  2.765	 1.678” O.D. Owen Shorty	

SET-5304-011

	 PLG-2180-001	 2.187	 2.375		  3.000	 1.678” O.D. M.S.S.T.	 SET-5304-018 (1.678” M.S.S.T.)					   
13,000

	 PLG-2280-001	 2.281	 2.441		  3.343	 2.125” O.D. M.S.S.T.	 SET-5306-014 (2.125” M.S.S.T.)	 Not Required	 Not Required
	 PLG-2500-101	 2.500	 2.875		  3.500
	 PLG-2750-101	 2.750	 3.187		  3.920	 2.125” O.D. M.S.S.T.	 SET-2125-030					     25,000
	 PLG-3000-101	 3.000	 3.437		  4.154
	

PLG-3250-101	 3.250	 3.920	
		  2.125” O.D. M.S.S.T.	 SET-2125-035			   SET-2125-036	

27,000					     4.276	 3.25” O.D. M.S.S.T.	 SET-3250-098			   SET-3250-099
	 PLG-4060-101	 4.062	 4.154		  5.044	 3.625” O.D. Owen Compact	 SET-5307-090	 SET-5307-079	 SET-5303-093	 30,000

			   		  	DIMENSIONAL DATA (inches)
Plug	 Premium	 Econo	 A	 B	 C	 D	 E	 F	 G
OD		  Part No.	 Part No.

1.71		 PLG-1710-001		  1.71	   .63	   .81	 1.09	  N/A	  N/A	   7.88
2.10		 PLG-2100-001		  2.10	 1.06	 1.00	 1.25	  .38	   7.36	   9.00
2.16		 PLG-2160-001		  2.16	 1.06	 1.00	 1.25	  .38	   7.36	   9.00
2.50		 PLG-2500-001		  2.50	 1.125	 1.06	 1.50	  .63	 10.24	 12.13
2.75		 PLG-2750-001		  2.75	 1.06	 1.31	 1.50	  .63	 10.24	 12.13
3.12		 PLG-3120-001		  3.12	 1.25	 1.44	 1.87	  .75	 10.78	 13.25
3.50		 PLG-3500-001	 PLG-3500-003	 3.50	 1.25	 1.63	 2.12	 1.10	 13.56	 14.81
3.71		 PLG-3710-001		  3.71	 1.25	 1.63	 2.12	 1.10	 13.56	 14.81
4.24		 PLG-4240-001	 PLG-4240-003	 4.24	 1.38	 1.63	 2.75	 1.10	 13.56	 14.81
4.75		 PLG-4750-001		  4.75	 1.38	 1.94	 3.00	 1.34	 14.95	 16.03
5.34		 PLG-5340-001		  5.34	 1.63	 2.13	 3.68	 2.38	 17.25	 19.00
5.61		 PLG-5610-001 	 PLG-5610-003	 5.61	 1.63	 2.19	 3.68	 2.38	 17.25	 19.00
6.09		 PLG-6090-001		  6.09	 1.63	 2.38	 4.12	 2.00	 19.07	 20.75
6.96		 PLG-6960-001		  6.96	 1.63	 2.75	 4.62	 2.50	 21.40	 22.88
7.71		 PLG-7710-001		  7.71	 1.75	 2.88	 5.12	 3.25	 21.81	 24.03

ATTENTION
Use only the setting tools listed above to set 
Magna Range Bridge Plugs. When two setting tool 
sizes are listed always use the larger O.D. tool 
whenever possible.

All Magna Range Bridge Plugs should have 
cement placed on top before further operations 
are performed in the well. 

			   	DIMENSIONAL DATA (inches) 
	 Bridge							       After Set
	Plug Size	 A	 B	 C	 D	 E	 F	 G

	 1.500	 1.40	   .625	 1.468	 .625	   .56	   .88	 11.88
	 1.750	 1.70	 1.093	 1.750	 .750	 7.00	 7.50	 20.50
	 1.906	 1.70	 1.093	 1.906	 .750	 7.00	 7.50	 21.88
	 2.187	 2.00	 1.250	 2.187	 .750	 7.25	 7.71	 21.71
	 2.281	 2.00	 1.250	 2.281	 .750	 7.25	 8.00	 22.56
	 2.500	 2.50	 1.250	 2.500	 1.25	 2.56	 2.56	 17.25
	 2.750	 2.75	 1.250	 2.750	 1.25	 2.56	 2.56	 17.25
	 3.000	 3.00	 1.250	 3.000	 1.25	 2.63	 2.63	 17.25
	 3.250	 3.25	 1.500	 3.250	 1.50	 1.68	 1.68	 15.88
	 4.062	 4.06	 2.750	 4.062	 2.50	 2.78	 3.53	 20.84

		  Type ‘A’			   Setting 	 Owen 3.5”	 Setting
	 Casing	 Frac Plug	 Plug	 Setting Range	 Force	 Setting	 Adapter(s)
 O.D.    Weight	 Part No.	 O.D.	 Min./Max.	 (lbs.)	 Sleeve	 Rod

 4.5	     9.5-16.6	 PLG-3500-018	 3.50	 3.826 / 4.090	 24,000	 SET-5303-156	 SET-5303-154

			                 	DIMENSIONAL DATA (inches)

	 Plug Part	 A	 B	 C	 D	 E	 F	 Ball
	 Number							       Diameter

	PLG-3500-018	 3.50	 1.0	 2.125	 .75	 1.625	 15.90	

TYPE ‘A’ FRAC PLUG

For more comprehensive information on any of our products,  
please contact a Sales & Marketing Representative at Owen Oil Tools.

Owen Oil Tools 
1-800-333-OWEN

www.corelab.com/owen

	 OWEN SETTING ADAPTERS	 BAKER SETTING ADAPTERS
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ASIA/PACIFIC
Adelaide, Australia	 (61-8) 8152-0244
Jakarta, Indonesia	 (62-2) 1789-0538
Songkhla, Thailand	 (66-0) 7433-4070

CANADA
Calgary, AB	 (403) 571-2400
Brooks, AB	 (403) 362-2633
Edmonton, AB	 (780) 449-2021
Fort St. John, BC	 (250) 785-7792
Grande Prairie, AB	 (780) 539-0506
Lloydminster, AB	 (780) 871-0670
Medicine Hat, AB	 (403) 548-2888
Red Deer, AB	 (403) 340-1017
Slave Lake, AB	 (780) 849-9789

CHINA
Beijing, China	 (86-10) 8458-0125

EUROPE
Aberdeen, Scotland	 (44-0) 122-442-1077

LATIN AMERICA SOUTH
Argentina S.A. 	 011 54 11 578 72202
South America Bus. Dev.	 817-565-4552
US Contact	 817-992-8445

LATIN AMERICA NORTH
Cd. del Carmen, Mexico	(52) 938-383-1860
Poza Rica, Mexico	 (52) 782-823-5172
Reynosa, Mexico	 (52) 899-925-6364
Villahermosa, Mexico	 (01) 993-310-4700

MIDDLE EAST
Abu Dhabi	 (971) 2551-5559
Muscat, Sultanate of Oman	(968) 9944-2722
Ruwi, Sultanate of Oman	(968) 9920-6488

USA
Belle Chasse, LA	 (504) 656-8282
Broussard, LA	 (337) 837-0021
Casper, WY	 (307) 266-6936
Corpus Christi, TX	 (361) 241-9575
Decatur, TX	 (940) 626-0015
Godley, TX (Headquarters)	(817) 551-0540
Greenbrier, AR	 (501) 581-0284
Grand Junction, CO	 (970) 858-1850
Houma, LA	 (985) 868-7010
Houston, TX	 (713) 328-2623
Odessa, TX 	 (432) 368-9920
Oklahoma City, OK	 (405) 495-4441
Parkersburg, WV	 (304) 464-4338
Punxsutawney, PA	 (724) 286-9131
Rosharon, TX	 (281) 595-3357
Shreveport, LA	 (318) 220-9009
Snyder, TX	 (325) 573-9580
Tyler, TX	 (903) 526-5300
Victoria, TX	 (361) 576-6083
Wichita Falls, TX	 (940) 704-5293

Globally positioned...




